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(3) For each storage vessel controlled 
with an internal floating roof, external 
roof, or a closed vent system with a 
control device, as appropriate to the 
control technique: 

(i) Perform the monitoring or inspec-
tion procedures according to the proce-
dures specified in § 63.120, and as re-
quired by § 63.484; 

(ii) Perform the reporting and record-
keeping procedures according to the 
procedures specified in §§ 63.122 and 
63.123, and as required by § 63.484; and 

(iii) For closed vent systems with 
control devices, conduct an initial de-
sign evaluation and submit an oper-
ating plan according to the procedures 
specified in § 63.120(d) and § 63.122(b), 
and as required by § 63.484. 

(4) For back-end process operations 
included in an emissions average: 

(i) If stripping technology, and no 
control or recovery device, is used to 
reduce back-end process operation 
emissions, the owner or operator shall 
implement the following portions of 
this subpart: 

(A) Paragraphs (b)(1), (b)(2), and (b)(3) 
of § 63.495, paragraph (b) of § 63.498, and 
the applicable provisions of § 63.499, or 

(B) Paragraphs (c) (1), (2), and (3) of 
§ 63.495, paragraph (c) of § 63.498, and the 
applicable provisions of § 63.499; 

(ii) If a control or recovery device is 
used to reduce back-end process oper-
ation emissions, the owner or operator 
of the affected source shall comply 
with §§ 63.496, 63.497, 63.498(d), and the 
applicable provisions of 63.499, and 
shall implement the provisions of these 
sections. 

(5) For wastewater emission points, 
as appropriate to the control tech-
niques: 

(i) For wastewater treatment proc-
esses, conduct tests according to the 
procedures specified in § 63.138(i) and 
(j), and as required by § 63.501; 

(ii) Conduct inspections and moni-
toring according to the procedures 
specified in § 63.143, and as required by 
§ 63.501; 

(iii) Implement a recordkeeping pro-
gram according to the procedures spec-
ified in § 63.147, and as required by 
§ 63.501; and 

(iv) Implement a reporting program 
according to the procedures specified 
in § 63.146, and as required by § 63.501. 

(6) For each batch front-end process 
vent and aggregate batch vent stream 
equipped with a control device, as ap-
propriate to the control technique: 

(i) Determine whether the batch 
front-end process vent or aggregate 
batch vent stream is Group 1 or Group 
2 according to the procedures specified 
in § 63.488; 

(ii) Conduct performance tests ac-
cording to the procedures specified in 
§ 63.490; 

(iii) Conduct monitoring according to 
the procedures specified in § 63.489; and 

(iv) Perform the recordkeeping and 
reporting procedures according to the 
procedures specified in §§ 63.491 and 
63.492. 

(7) If an emission point in an emis-
sions average is controlled using a pol-
lution prevention measure or a device 
or technique for which no monitoring 
parameters or inspection procedures 
are required by §§ 63.484, 63.485, 63.486, 
63.493, or § 63.501, the owner or operator 
shall submit the information specified 
in § 63.506(f) for alternate monitoring 
parameters or inspection procedures in 
the Emissions Averaging Plan or oper-
ating permit application. 

(n) Records of all information re-
quired to calculate emission debits and 
credits shall be retained for 5 years. 

(o) Precompliance Reports, Emission 
Averaging Plans, Notifications of Com-
pliance Status, Periodic Reports, and 
other reports shall be submitted as re-
quired by § 63.506. 

[62 FR 46925, Sept. 5, 1996, as amended at 64 
FR 11543, Mar. 9, 1999; 65 FR 38071, June 19, 
2000] 

§ 63.504 Additional requirements for 
performance testing. 

(a) Performance testing shall be con-
ducted in accordance with § 63.7(a)(1), 
(a)(3), (d), (e)(1), (e)(2), (e)(4), (g), and 
(h), with the exceptions specified in 
paragraphs (a)(1) through (a)(5) of this 
section and the additions specified in 
paragraph (b) of this section. Sections 
63.484 through 63.501 also contain spe-
cific testing requirements. 

(1) Performance tests shall be con-
ducted according to the provisions of 
§ 63.7(e)(1) and (e)(2), except that per-
formance tests shall be conducted at 
maximum representative operating 
conditions achievable during one of the 
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time periods described in paragraph 
(a)(1)(i) of this section, without causing 
any of the situations described in para-
graph (a)(1)(ii) of this section to occur. 

(i) The 6-month period that ends 2 
months before the Notification of Com-
pliance Status is due, according to 
§ 63.506(e)(5); or the 6-month period that 
begins 3 months before the perform-
ance test and ends 3 months after the 
performance test. 

(ii) Causing damage to equipment; 
necessitating that the owner or oper-
ator make product that does not meet 
an existing specification for sale to a 
customer; or necessitating that the 
owner or operator make product in ex-
cess of demand. 

(2) References in § 63.7(g) to the Noti-
fication of Compliance Status require-
ments in § 63.9(h) shall refer to the re-
quirements in § 63.506(e)(5). 

(3) Because the site-specific test 
plans in § 63.7(c)(3) are not required, 
§ 63.7(h)(4)(ii) is not applicable. 

(4) The owner or operator shall notify 
the Administrator of the intent to con-
duct a performance test at least 30 
days before the performance test is 
scheduled, to allow the Administrator 
the opportunity to have an observer 
present during the test. If after 30 days 
notice for an initially scheduled per-
formance test, there is a delay (due to 
operational problems, etc.) in con-
ducting the scheduled performance 
test, the owner or operator of an af-
fected facility shall notify the Admin-
istrator as soon as possible of any 
delay in the original test date, either 
by providing at least 7 days prior no-
tice of the rescheduled date of the per-
formance test, or by arranging a re-
scheduled date with the Administrator 
by mutual agreement. 

(5) Performance tests shall be per-
formed no later than 150 days after the 
compliance dates specified in this sub-
part (i.e., in time for the results to be 
included in the Notification of Compli-
ance Status), rather than according to 
the time periods in § 63.7(a)(2). 

(b) Data shall be reduced in accord-
ance with the EPA approved methods 
specified in the applicable subpart or, 
if other test methods are used, the data 
and methods shall be validated accord-
ing to the protocol in Method 301, 40 
CFR part 63, appendix A. 

(c) Notwithstanding any other provi-
sion of this subpart, if an owner or op-
erator of an affected source uses a flare 
to comply with any of the require-
ments of this subpart, the owner or op-
erator shall comply with paragraphs 
(c)(1) through (c)(3) of this section. The 
owner or operator is not required to 
conduct a performance test to deter-
mine percent emission reduction or 
outlet organic HAP or TOC concentra-
tion. If a compliance demonstration 
has been conducted previously for a 
flare, using the techniques specified in 
paragraphs (c)(1) through (c)(3) of this 
section, that compliance demonstra-
tion may be used to satisfy the require-
ments of this paragraph if either no de-
liberate process changes have been 
made since the compliance demonstra-
tion, or the results of the compliance 
demonstration reliably demonstrate 
compliance despite process changes. 

(1) Conduct a visible emission test 
using the techniques specified in 
§ 63.11(b)(4); 

(2) Determine the net heating value 
of the gas being combusted, using the 
techniques specified in § 63.11(b)(6); and 

(3) Determine the exit velocity using 
the techniques specified in either 
§ 63.11(b)(7)(i) (and § 63.11(b)(7)(iii), 
where applicable) or § 63.11(b)(8), as ap-
propriate. 

[65 FR 38073, June 19, 2000] 

§ 63.505 Parameter monitoring levels 
and excursions. 

(a) Establishment of parameter moni-
toring levels. The owner or operator of a 
control or recovery device that has one 
or more parameter monitoring level re-
quirements specified under this subpart 
shall establish a maximum or min-
imum level for each measured param-
eter. If a performance test is required 
by this subpart for a control device, 
the owner or operator shall use the 
procedures in either paragraph (b) or 
(c) of this section to establish the pa-
rameter monitoring level(s). If a per-
formance test is not required by this 
subpart for a control device, the owner 
or operator may use the procedures in 
paragraph (b), (c), or (d) of this section 
to establish the parameter monitoring 
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